
I

I

I

I

I

I

I

I

I

I

I

I

I

I

I

I

I

IE
(no(ol*

Etoo'-----1| | EL. +462

ZONE C
_----\

ZONE B

ZONE A

STARTER DIKE

EL. 4370

\- 
-\

\ UNDERFLOW SAND ---..

\

4
-----l--l r.\tl -\ \\ \_

5.75-_:tr\-

4- (AVERAGE)

i-_l 1

EXPECTED CONTACT
AFTER SETTLEMENT

EXTENDED DRAIN
(NOTE 1)

\-

DRAINAGE BLANKET

PHASE 1 - DRAINAGE BI-ANKET CONSTRUCTION

ut ++az

PHASE II - DMINAGE BLANKil CONSTRUCTION

Woodward-Glyde Consultante

EXTENDTD DRAIN IO BE CONSTRUCTED OF 1O

TNCHES OF LOWER F|NE FTLTER (GRIT) MATERIAL.
ADJACENT IO GYPSUM STACK EXTENDED DMIN
WILL TERMINATE 1 J FEEI FROM IHE EXCAVATED
GYPSUM SURFACE. THIS SPACE WILL BE BACK-
FILLED WITH A MINIMUM OF 5 FEET OF
coARSE UNDERFLOW SaND (5 l5% FINES)

r6s

- EL. VARIES
NP. EL. 4217

TYPI
i- s

I$KM ENT

SCALE IN FETT

THIC}<ENED CREST
VARIES 1OO' TO 250'

A5
REQUIRED

Job No. , issaZ

Prepored by : L.R.P,

Dote : 4/25/95

FIG. 5

cl'

22
8=

/

4 (AVERAGE)

--.l_l
245'

\ UNDERFLOW SO*D 

\

VARIES:
160:-3101

EXTENDEO DRAN
(NorE r

L-, SEE DRAIMGE BLANKET
SECTION

TYPICAL WIDENED EMBANKMENT' CROSS SECTION

TMBANKMENT DESIGN
CROSS SECTIONS

RAINAG

EMBANKMENT HEIGHT
tl t "i"

a5,tt


